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DRAWING OF THE CYLINDER DEVELOPMENT

(Insert drawing here)
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DRAWING OF THE CYLINDER BASE CYLINDER SECTION VIEW
(Insert drawing here) (Insert drawing here)
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IGNITION
Manufacturer OPPAMA
Model Number PRD/OPPAMA/2004 -
Rotation A/CLOCKWISE
Description CDI
PHOTO OF IGNITION PHOTO OF COIL

insert photo of inside here

OPPAMA ROTOR | © OPPAMA COIL

NOTE: Above is rear of rotor.
Front is shown on view of
complete engine

PRD / OPPAMA IGNITION COIL

\% -
' HTENSION
LEAD

FLYWHEEL
1/ INSERT DIAL GAUGE KEYWAY

AND SETTO T.D.C

2/ TURN FLYWHEEL
CLOCKWISE UNTIL MARK
LINES UP WITH LAMINATION
3/ CHECK TIMING ON DIAL

INDICATOR [
4/ ADJUST TIMEING BY

MOVING COIL UP OR DOWN

NOTE: IT IS RECOMMENDED
TO SET TIMING ON PRD
ENGINES AT 2.2 B.T.D.C

ﬂ'mgﬁkm (R GAP KILL SWITCH
MIN 0.3 WIRE CONECTION
MAX 0.4 (CLUTCH MODELS)

(THIS IGNITION DOES NOT REQUIRE AN EXTERNAL MODULE)
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INTAKE
Manufacturer
Model Number
Rotation
Description
PHOTO OF REED ASSEMBLY PHOTO OF REED PETAL
(insert photo of inside here) (Insert photo here)
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Minimum Thickness .010”
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CARBURETOR DIMENSION

(Insert drawing here)

Item | Measure | Tolerance
A [33.75mm | +0.20mm
B
C |24mm £0.10mm ¥ Z < Zi 1
D [24mm +0.10mm B L
E [27mm +0.10mm A st conforemm ) '"$'— —D| E
F_|66.25mm |20.10mm Sl ;4
F
PISTON CONNECTING ROD
(Insert drawing here) (Insert drawing here) —
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Weight= 183 Weight= 120 +/- 2 gm
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DRAWING OF THE SILENCER AND IT’'S COMPONENTS

(Insert drawing here)

100

The end parts of the silencer must
have two soldered pairs of lugs (one
pair at the top and one pair at the
bottom) to allow for fixing of seals by
the Organizer so that the silencer may
be opened during the compeition

TOLERANCES
Rough dimensions
up to 25mm: £1mm

from to 25-60mm: +1.5mm
more than 60mm: £ 3mm

Measurements:

A:100mm
B: 54mm
C:2mm
D:170mm
E: 315mm
F:170mm
G:21mm
H: 135mm
I: 460mm
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DRAWING OF THE CLUTCH

3 PCD@35.85

5.2

~~285.0237

92.0

PRD ONE PIECE CLUTCH

820 grams minimum including bolts




